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ELECTRIC METER(S), CABLE TV AND TELEPHONE: SEE ELECTRICAL DRAWINGS.

GAS METER(S): SEE PLUMBING DRAWINGS. 2-TIER INSTALLATION AT MULTIPLE METERS. PROVIDE

ADDITIONAL GAS METER WHERE COMMON USE OCCURS. FRAME GAS METER AIR-SPACE WALL CONSISTING OF

2X8 PLATES, 2X4 STUDS ON OUTSIDE FACE OF WALL AND 2X4 FLAT STUDS ON INSIDE FACE OF WALL.

FIRE RISER ROOM: 30"W X 36D X 78"H CLEAR WORKING SPACE IN FRONT OF FIRE ALARM CONTROL PANEL.

SEE DESIGN/BUILD FIRE SPRINKLER DRAWINGS. PROVIDE WALL HEATER TO PREVENT FREEZING. SEE

MECHANICAL AND ELECTRICAL DRAWINGS.

BUILDING POST-TENSIONED CONCRETE SLAB AND FOUNDATION SYSTEM: SEE FOUNDATION DRAWINGS.

WALLS AND PLUMBING FIXTURES SHOWN ARE FOR THE ACCESSIBLE TYPE B UNITS. SEE DRAWING A3.2 FOR

TYPE A UNIT WALL AND PLUMBING FIXTURE LOCATIONS.

A SLAB OFFSET AT ACCESSIBLE DOOR: 1/4' MAXIMUM. SEE DETAIL 3.

B. SLAB OFFSET AT ACCESSIBLE GARAGE DOOR: 1/4" MAXIMUM. SEE DETAIL 5.

C. GARAGE CURB. FOR GARAGE DOOR CURB, SEE DETAIL 27.

D. FOUNDATION INSULATION. LOCATIONS AS SHOWN ON PLAN. SEE DETAIL 6 AND 7.

PATIO: POUR-BACK CONCRETE SLAB. SLOPE FOR DRAINAGE. WARP CORNERS TO PROVIDE POSITIVE

DRAINAGE. TROWEL EDGES AND PROVIDE CONTROL JOINTS AS SHOWN. LIGHT BROOM FINISH. SEE SLAB

PLAN AND FOUNDATION DRAWINGS.

A SWINGING DOOR THRESHOLD: DETAIL 3.

B. SLIDING GLASS DOOR THRESHOLD: DETAL 4.

C. WALL FLASHING. DETAIL 2 AND 6.

D. SCREEN WALL: DETAIL 8 (STONE VENEER).

EXTERIOR CONCRETE FLATWORK: POUR-BACK CONCRETE WALKWAY. SEE CIVIL AND LANDSCAPE

DRAWINGS.

A ACCESSIBLE SWING DOOR THRESHOLD: DETAIL 3.

B. WALL FLASHING: DETAIL 2.

FIRE EXTINGUISHER: SIZE AND TYPE AS REQUIRED BY THE FIRE DEPARTMENT. RECESSED WALL CABINET

WITH GLASS DOOR. PROVIDED FIRE RATED CABINET WHEN LOCATED IN WALL REQUIRING PROJECTED

OPENINGS (STAIR WALL). 48" MAXIMUM AFF. TO CABINET DOOR HANDLE.

A FIRE EXTINGUISHER AT EXTERIOR STAIR: DETAIL 21.

EXTERIOR WALL : 2X4 WOOD STUDS @ 16" 0.C. UNLESS NOTED OTHERWISE OR REQUIRED BY STRUCTURAL

OR PLUMBING. SEE DETAIL 12

A 2X6 STUDS: INSULATE WITH R-20 THERMAL BATT INSULATION.

OPENING FLASHING: DETAIL 23.

PENETRATION FLASHING. DETAIL 25.

EXTERIOR WALL AT FLOOR/CEILING: DETAIL 48.

EXTERIOR WALL AT ROOF/CEILING: DETAIL 102 AND 104.

EXTERIOR WALL AT STAIR: 1-HOUR FIRE BARRIER SEPARATION WALL BETWEEN UNITS AND STAIR.

50 MINIMUM DESIGN STC RATING. SEE DETAIL19.

INTERIOR WALL: 2X4 WOOD STUDS @ 16" 0.C. UNLESS NOTED OTHERWISE OR REQUIRED BY STRUCTURAL OR

PLUMBING. SEE DETAILS.

A 2X6 STUDS: INSULATE WITH R-20 THERMAL BATT INSULATION.

B. INTERIOR WALL AT CEILING: DETAIL 47.

C. WALL FURRING: PER PLAN.

D. WALL VOID SPACE: PROTECT VOID SPACE PARTY WALLS AND BEARING WALLS WITH (1) LAYER OF
5/8" TYPE X GYPSUM BOARD. PROTECT CEILING WITH (2) LAYERS OF 5/8" TYPE X GYPSUM BOARD.

E: WALL RECESS: PROVIDE GYPSUM BOARD FINISH ALL EXPOSED SURFACES OF RECESS. SEE
INTERIOR ELEVATIONS.

PARTY WALL (TYPICAL AS SHOWN): 1-HOUR AIR-SPACE FIRE PARTITION SEPARATION WALL BETWEEN UNITS.

50 MINIMUM DESIGN STC RATING. SEE DETAIL 11.

A PARTY WALL AT FLOOR/CEILING: DETAILS 8 AND 43.

B. PARTY WALL AT ROOF/CEILING: DETAILS 11 AND 46.

STAIRS (EXTERIOR): DESIGN/BUILD STEEL STRINGER STAIR WITH PRECAST CONCRETE TREADS AND RISERS.

HANDRAIL BOTH SIDE OF STAIR. HANDRAIL EXTENSIONS REQUIRED. SEE BUILDING SECTIONS AND STAIR

NOTES ON DRAWING AS.1.

A STRINGER FLASHING: DETAIL 76.

STRINGER AT TOP LANDING: DETAIL 77.

STRINGER AT MID-LANDING: DETAIL 78.

STRINGER AT GRADE: DETAIL 79.

STAIR GUARDRAIL/HANDRAIL: DETAILL 81.

STAIR WALL HANDRAIL: DETAIL 82.

STAIR WALL AT UNIT: DETAIL 19.

STAIR WALL AT FLOOR: DETAIL 49.

; STAIR WALL AT ROOF: DETAIL 94.

STAIR LANDING (EXTERIOR): HARDROCK CONCRETE OVER WATER-PROOF UNDERLAYMENT OVER 2X MIN.

FLOOR JOISTS. SEE DETAIL 68.

A. SWINGING DOOR THRESHOLD: DETAIL 71.

B. WALL FLASHING: DETAIL 9.

C. GUARDRAIL: DETAIL 72.

DECK OR BALCONY (EXTERIOR): WATERPROOF DECK COATING SYSTEM OVER 2X MIN. FLOOR JOISTS. SEE

DETAIL 51.

A SWINGING DOOR THRESHOLD: DETAILS 53.

B. SLIDING GLASS DOOR THRESHOLD: DETAILS 54.

C. WALL FLASHING. DETAILS 52 AND 63.

D. GUARDRAIL WALL: DETAIL 56.

E.

B.

R o

TTommoom

GUARDRAIL RAILING: DETAIL 57.
TPO MEMBRANE ROOFING:
A COPING CAP
DOWNSPOUT WITH CONDUCTOR HEAD: TYPICAL AS SHOWN. PRE-FINISHED ALUMINUM. SEE CIVIL
DRAWINGS FOR DOWNSPOUT CONNECTION TO STORM DRAINAGE SYSTEM. WHERE DOWNSPOUT
TERMINATES AT ROOF BELOW PROVIDE TERMINATION ELBOW TO DIRECT WATER AWAY FROM

EXTERIOR WALL.
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APEX APARTMENTS

REVISIONS

1ST FLOOR GENERAL NOTES

SEE UNIT FLOOR PLANS FOR ADDITIONAL INFORMATION AND REQUIREMENTS NOT SHOWN OR SPECIFIED ON
THIS PLAN.

UTILITY ROOMS, RISERS, AND METER LOCATIONS MAY VARY FROM THAT SHOWN ON THE BUILDING PLANS.
SEE CIVIL AND UTILITY PLANS FOR PRECISE LOCATIONS.

DROPPED CEILINGS AND SOFFITS ARE SHOWN SHADED, AND UNLESS NOTED OTHERWISE, ARE 7°-6" FROM
FINISH FLOOR TO FINISH CEILING OR SOFHIT. VERIFY SIZE AND LOCATION WITH THE MECHANICAL AND
PLUMBING CONTRACTORS PRIOR TO INSTALLATION. SEE DETAILS 41 AND 42.

UNIT BUILDINGS ARE TO BE PROVIDED WITH AN AUTOMATIC FIRE SPRINKLER SYSTEM INSTALLED THROUGHOUT
IN ACCORDANCE WITH NFPA 13R (903.3.1.2).

WALLS SEPARATING DWELLING UNITS IN THE SAME BUILDING, AND WALLS SEPARATING DWELLING UNITS
FROM OTHER OCCUPANCIES CONTIGUOUS TO THEM IN THE SAME BUILDING, SHALL BE CONSTRUCTED AS 1-
HOUR FIRE PARTITIONS (420.2). SEE DETAILS 9 AND 11 FOR FIRE PARTITION CONSTRUCTION.

PRIVATE GARAGES (U-OCCUPANCY) SHALL BE SEPARATED FROM THE DWELLING UNIT (R-2 OCCUPANCY) BY
MEANS OF 5/8" MINIMUM THICK TYPE-X GYPSUM BOARD APPLIED TO THE GARAGE SIDE OF THE WALL AND TO
THE CEILING SEPARATION FROM HABITABLE ROOMS ABOVE THE GARAGE. DOOR OPENINGS BETWEEN A
PRIVATE GARAGE AND THE DWELLING UNIT SHALL BE NOT LESS THAN 1-3/8" THICK SOLID CORE WOOD
DOORS, SELF-CLOSING AND SELF-LATCHING (406.3.4). SEE DETAIL 43 FOR MINIMUM SEPARATION WALL
CONSTRUCTION.
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